
a
ZANIN F.lli s.r.l.
Viale delle Industrie, 1
31032 Casale sul Sile (TV) - Italy

T. +39 0422 785444
F. +39 0422 785805

www.zanin-italia.com
info@zanin-italia.com

01

02

ZA
N
IN
-0
8
-0
6
-1
5

03

RESELLER

Direction
RAVENNA

EXIT
Preganziol

Mestre passer - by Mogliano
Veneto

Roncade

Preganziol

Marghera

Casale
sul Sile

S. Cipriano

Direction
TRIESTE

Direction
CORTINA

Direction
TREVISO

Direction
VERONA
MILANO

Mestre

Marco Polo Airport

Treviso Airport

Venezia

Quarto d’Altino

Dolo

ROME

Altino

©2015 ZANIN F.LLI - All contents (text, photos, graphic) present in this brochure 
are propriety of the ZANIN F.LLI company and are protected by the current law. 
The brochure cannot be published, reproduced, rewritten, distributed, and 
commercialized without explicit authorization. Brands, denominations and 
the mentioned companies inside of this brochure are propriety of respective 
proprietors and are protected by the current law in matter of brands, patents and 
/ or copyright.
The company Zanin F.lli disclaims any liability for any inaccuracies in this depliant 
and reserves the right to make changes to the product as it deems appropriate 
at any  time and without notice.

WARNING: INFORMATION IS NOT BINDING, PLEASE REFER TO THE TECHNICAL 
DOCUMENTATION RELEASED DIRECTLY BY ZANIN F.LLI

Since 1956

Agro-Industry

EMPTYING AUGERS 
(SILOS)

Since 1956

EMPTYING AUGERS (SILOS)

DETAILS
01)	 Electrical emptying auger

02)	 Auger terminal detail 
03)	 Hydraulic emptying auger

WAREHOUSE EMPTYING DIAGRAM

SQUARE SILOS EMPTYING DIAGRAM
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CSO-10/50 10,20 11 4,9 50 5,5 2

CSO-11/50 11,12 12 5,35 50 5,5 3

CSO-13/50 12,98 14 6,26 50 7,5 3

CSO-15/50 14,83 16 7,18 50 7,5 3

CSO-16/50 16,31 18 8,10 50 11 3

CSO-18/50 17,52 20 9 50 11 4

OPERATIONEMPTYING AUGER
The total emptying augers are used for emptying flat bottom silos with granular products without 
the need of personnel within the silos. The hydraulic version auger ascertains operation in case of 
power failure in the silos.

Once ceased the fall by gravity of the product in output inside the silos, the auger that will take the product towards the centre of 
the emptying outlet will come into operation and at the same time a step-by-step complete emptying of the silo system.

DETAILS

01)	 Electrical auger drive
02)	 Auger terminal detail
03)	 Installation of auger with product
04)	 Auger joint and discharge outlet
05)	 Joint among auger components
06)	 Auger terminal
07)	 Piping quick attachments
08)	 Electrical panel board control

AUGERS MANUFACTURING
•	Structure entirely with Sendzimir galvanised 

steel reinforcement sections
•	Head fully bolted with shaft and 

motorisation group
•	Carbon steel spiral with intermediate 

supports
•	Step by step progress system with sealed 

bearings and polyethylene blade

•	Electrical auger: electrical power supply 
drive rotor to the motor

•	Hydraulic auger: drive unit consisting of 
hydraulic motor with gearbox, flex hoses 
and rigid pipes with quick connection 
attachments to vegetable oil operated 
hydraulic unit.
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m
SILOS 
MODEL

AUGER 
LENGHT

CAPACITY 
t/h

POWER 
KW

N° 
HOLES

CSE-6/30 6,49 07 3,09 30 1,1 2

CSE-7/30 7,41 08 3,55 30 1,1 2

CSE-8/30 8,34 09 4 30 1,1 2

CSE-9/30 9,27 10 4,45 30 1,1 2

CSE-10/30 10,20 11 4,9 30 2,2 2

CSE-11/30 11,12 12 5,35 30 2,2 2

CSE-13/30 12,98 14 6,26 30 3 3

CSE-15/30 14,83 16 7,18 30 3 3

ELECTRICAL EMPTYING AUGER

HYDRAULIC EMPTYING AUGER

MODEL
Ø SILOS 

m
SILOS 
MODEL

AUGER 
LENGHT

CAPACITY 
t/h

POWER 
KW

N° 
HOLES

CSE-7/60 7,41 08 3,55 60 3 2
CSE-8/60 8,34 09 4 60 3 2
CSE-9/60 9,27 10 4,45 60 4 2
CSE-10/60 10,20 11 4,9 60 4 2
CSE-11/60 11,12 12 5,35 60 4 3
CSE-13/60 12,98 14 6,26 60 4 3
CSE-15/60 14,83 16 7,18 60 5,5 3
CSE-16/60 16,31 18 8,1 60 5,5 3
CSE-18/60 17,52 20 9 60 7,5 4
CSE-20/60 19,27 22 9,9 60 7,5 4

MODEL
Ø SILOS 

m
SILOS 
MODEL

AUGER 
LENGHT

CAPACITY 
t/h

POWER 
KW

N° 
HOLES

CSO-6/30 6,49 07 3,09 30 1,1 2

CSO-7/30 7,41 08 3,55 30 2,2 2

CSO-8/30 8,34 09 4 30 3 2

CSO-9/30 9,27 10 4,45 30 3 2

CSO-10/30 10,20 11 4,9 30 4 2

CSO-11/30 11,12 12 5,35 30 4 3

CSO-13/30 12,98 14 6,26 30 5,5 3

CSO-15/30 14,83 16 7,18 30 5,5 3

NB: Electrical models for 30 and 50 Tons/h capacities are available in configuration with gear-motor under the floor. The capacities are calcu-
lated with product at ps 0.78 Tons/m3, with horizontal auger

CSE-10/50 10,20 11 4,9 50 3 2

CSE-11/50 11,12 12 5,35 50 4 2

CSE-13/50 12,98 14 6,26 50 4 3

CSE-15/50 14,83 16 7,18 50 5,5 3

CSE-16/50 16,31 18 8,1 50 5,5 3

CSE-18/50 17,52 20 9 50 7,5 4

CSE-7/80 7,41 08 3,55 80 4 2
CSE-8/80 8,34 09 4 80 4 2
CSE-9/80 9,27 10 4,45 80 5,5 2
CSE-10/80 10,20 11 4,9 80 5,5 2
CSE-11/80 11,12 12 5,35 80 5,5 3
CSE-13/80 12,98 14 6,26 80 5,5 3
CSE-15/80 14,83 16 7,18 80 7,5 3
CSE-16/80 16,31 18 8,1 80 7,5 3
CSE-18/80 17,52 20 9 80 9,2 4
CSE-20/80 19,27 22 9,9 80 9,2 4
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